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1.1

Introduction

This document includes a details on the features, prerequisites, device connection, setup and
operating process for RS485 serial to Cloud Gateway.

Device Specification

RS485 serial to cloud gateway is a robust and compact industrial-grade device, ideal for acquiring
data from RS485-enabled devices at configurable intervals and uploading it to the cloud for remote
monitoring. The following table describes the technical specification of the gateway.

Function RS485 Serial to Cloud Gateway
Power Supply 12V DC
Power consumption 1.5A Max @12V
USB Mini B connector
PCinterface USB device communication for configuration using PreciCon tool

External interface via DB-9 connector

External interface via pluggable terminal connector

Data bits: 7, 8 bits

Baud Rate: 300, 600, 1200, 2400, 4800, 9600, 14400, 19200,
38400, 57600, 115200, 128000, 256000, bps

Stop bits: 1, 2 bits

Parity: None, Odd and Even

Dimension: 105 mm X 68 mm X 31.5 mm (W/O flanges)

Weight: 138 gm

ABS plastic (IP40)

Operating Temperature: -40 to 85 Degree Celsius

RS485 Serial Interface

Environmental

Logs data of 64 Modbus registers. If the gateway connection is lost

. (non-volatile flash, persists through power cycling):

Data storage Capability
- 10-second data = ~ 10 hours backup

- 1-minute data = ~ 2.5 days backup

LED 1 for Cloud network communication status
Status Indication LED 2 for Serial communication status
LED 3 for Power status

Analog input

Number of channels 2

Range Current Input — 4mA to 20mA
Resolution 16-bit

Input impedance 120 ohms
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Digital Input

Number of channels

2

Input Switching

High = Greater than 3V or 1.5V (optional, to be mentioned during

Threshold ordering)
Low = Less than 3V or 1.5V (optional, to be mentioned during
ordering)

Voltage input limit 30V Max

LG LTE

LTE Category LTE CAT 1
Support for global coverage including Europe, US, Asia-Pacific, etc
(optional, to be mentioned during ordering)

Bands LTE-FDD: B1/3/5/8
LTE-TDD: B34/38/39/40/41
GSM: B3/8

Antenna

SMA connector for external finger type or expandable antenna

SIM interface

Inbuilt non-removable Micro SIM card

Cloud Data Transfer

Data Transfer Upload to PreciCloud at a configurable interval from 10 seconds to
1 month.
Data will be stored in NOR flash when cloud connectivity is
disconnected.

Time Stamp Inbuilt battery backed RTC with year, month, date, weekday, hours,
minutes, seconds and milliseconds data.
RTC can be auto synced via LTE network.

uiD Each device has a globally unique ID, ensuring secure cloud
registration.

Diagnostics Periodic heartbeat to the cloud for connection supervision.
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1.2 Product Deliverables

Standard package includes,

® RS485 Serial to Cloud Gateway

® 1x LTE antenna (Rubber Duck Antenna)

® DB-9 connector for RS485 serial connection and Digital input (Optional)
® |P40 rated enclosure

® PreciCon - a device configuration tool

® PreciCloud - a cloud dashboard

® 12V DC power adapter (Optional)

® 1x GPS extendable wire antenna (Optional)

® Mini USB B to USB type A converter cable (Optional)

® 3-Pin mating connector for Analog input (Optional)
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2 Device Operation

Following section shows the flow of operation from tool setup to data view in the cloud,

Tool Setup

v

Device Connection

PreciCon - Device
Configuration

!

Data Acquisition

!

PreciCloud -View
Data

Figure 1: Device Operating Procedure

Connect the 12V power adapter to power input. Ensure power LED is on.

Connect RS485 A and B signals to your slave device.

Configure the gateway'’s serial settings, Modbus / produce & consume parameters, cloud
settings, etc., in the PreciCon and initiate the data acquisition.

® \View the live acquired data in the PreciCloud dashboard.
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3 Tool Setup Requirements

This section covers the software setup requirements. Installation software and documentation
are available at https://precisol-automation.com/rs485-serial-to-cloud-gateway/ .

3.1 USB Driver Installation steps

USB provides a dependable, standardized, and extensively supported interface for connecting
devices, transferring data, and delivering power, making it essential for contemporary computing
and electronics.

® |nstall the driver available in the package named “libusb-win32-devel-filter-1.2.7.3".

® Open the device management on your PC.

® Under the Other devices drop down setting, the "PRECISOL SCGW USB" device name will
be visible and should be updated.

M Device Manager = (m x

File Action View Help

Y e . H = « BB L X

~ &% LAPTOP-1RK3134F
i Audio inputs and outputs
a Batteries
0 Bluetooth
® Cameras
8 computer
== Disk drives
I Display adapters
I Firmware
¥ Human Interface Devices
"= |DE ATA/ATAPI controllers
I??j Jungo Connectivity
= Keyboards
@ Mice and other pointing devices
Bl Monitors
¥ Network adapters
« K" Other devices
Bi PRECISOL SCGW USB

= Print queues

D Processors

B Security devices

F* software components

B Software devices

i} Sound, video and game controllers
Sa Storage controllers

B Cuctorn Aowvicas

Figure 2: USB driver update — Uninitialized USB
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® To update the "PRESICOL SEGW USB" device, select Update driver and follow the
installation methods outlined in the figures below.

& Device Manager - (] x

File Action View Help
e @ EC HE = 8B BXG®
~ & LAPTOP-1RK3134F

iy Awudio inputs and outputs

P Batteries

0 Bluetooth

® cameras
a Computer

== Disk drives
B Display adapters
I Firmware
¥ Human Interface Devices
== |DE ATA/ATAPI controllers
&P Jungo Connectivity
= Keyboards
u Mice and other pointing devices
@@ Monitors
l? Metwork adapters
+ RY Other devices
Ba PRECISOL SCGW I '==
= Print queues Update driver
O Processors Disable device
l, Security devices
lt Software component

Uninstall device

B Software devices Scan for hardware changes
iy Sound,video and ga
e Storage controllers Properties

g

B= Cictam Aovicoc
Launches the Update Driver Wizard for the selected device.

Figure 3: USB driver update — Update uninitialized Driver

A Device M

File Action View Help
e ™ E Hrm e 8B BXE

~ &% LAPTOP
i Aud
& Batl
G Bluy

@ can How do you want to search for drivers?
B8 con

aa Dis|
5§ Disy
B Firm » Search automatically for drivers
v Hur Windows will search your computer for the best available driver and install it on your
‘ |M aevice.
I? Juny
=2 Key
@ mic
[ Mo » Browse my computer for drivers
@ Net \cate

~ EY oth

ba

= Prin
D Proy
87 Sea
B soff
B soff
& sou
Sa Stol Cancel
B el

B Update Drivers - PRECISOL SCGW USB

and install a driver manually.

Figure 4: USB driver update — Search driver
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% Device Manager — (] >
File  Action View Help
e T EH HME = B LX®
« % LAPTOP X
g ';“; ¢ @ Update Drivers - PRECISOL SCGW USB
a
B Bluy
@ can Browse for drivers on your computer
y! &
8 con
== Disl
q Disy Search for drivers in this location:
i Firn
¥ Hur Browse...
= IDE 8 Include subfolders
& Jun
— Key
ﬂ Mig
Mo
5 Net
- EY oth . . .
iR - Let me pick from a list of available drivers on my computer
& prin Thls list will 5}}\(.:';.- d\m.iIuL‘\c drivers compatible with the device, and all drivers in the same
n Prol category as the device.
07 seq
B soff
B soff
ij Sou
Sai Stol Next Cancel
B <t
Figure 5: USB driver update — Browse driver
& Device Manage — (] X
File Action View Help
o @ B HE & B BXG
~ M LAPTOP X
iy Aud < ] )
E Bat] 8 Update Drivers - PRECISOL SCGW USB
0 Blut
@ can Select your device's type from the list below.
8 con
Dish
— Common hardware types:
& Disy e
& Fim - Storage volumes
S Hur @ system devices
@ IDE == Tape drives
& Jun I Universal Network Drivers
= Key ! Universal Serial Bus controllers
@ Mic # Universal Serial Bus devices
8 Mo s Universal Serial Bus Function controllers
& Net ! USB Connector Managers
S ch § USB Test and Measurement Devices
_h <& WAP USB Wireless Communication
E’ Prig = WD Print Provider
8 :m' & Xbox 360 Peripherals I
?rf S:: il Xbox Peripherals
B soff
iy Sou
S Stol Next Cancel
B et

Figure 6: USB driver update — Device type selection

® Select the manufacturer and model as "WinUsb device".
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File Action View Help

s @ E HE = 8B BX®

~ o LAPTOP x
Al
; B“: « B Update Drivers - PRECISOL SCGW USB
a
0 Blu
O . . : .
3 | Select the device driver you want to install for this hardware.
Corn
— D!SI - Select the manufacturer and model of your hardware device and then click Next. If you have a
? Disy h disk that contains the driver you want to install, click Have Disk.
Firn
v Hur
= IDE
l? Juny
1 Key
u Mic Manufacturer Maodel
Mo Apple, Inc. J ADB Device
¥ Net Microsoft IBillbcard Dovice
~ §7 Oth i ler GmbH = WinUsb Device
Bi WinUsb Device
= Prin
0 rroy
By sea This driver is digitally signed. Have Disk...
I soft Tell me why driver signing is impertant
B Sofi
iy Sou
S Stoy Next Cancel
| RSP

Figure 7: USB driver update — Select WinUsb Device driver

File Action View Help
== @ E BHmE & 8B EXE

~ &% LAPTOP
iy Auc
a Bati
0 Blw

@ Can Windows has successfully updated your drivers
B8 con

== Disl
B8 Disy Windows has finished installing the drivers for this device:
W Fim
v Hur
“= IDE g
& jun
= Key
@ mic
B Mo
& Net
~ K7 Oth
Bal
= Prin
El Prov
B7 Sea
B soft
M Sofi

iy Sou 1
S Stor Close
P Coct | |

Figure 8: USB driver update — Successful Update

| update Drivers - PRECISOL SCGW USB

WinUsb Device
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® After a successful device update, "PRESICOL SEGW USB" will be listed under Universal
Serial Bus devices.

M Device Manager [} >

File Action View Help
&= m H = REXS

1 Computer
== Disk drives
& Display adapters
M Firmware
¥ Human Interface Devices
“= |DE ATA/ATAPI controllers
&P Jungo Connectivity
= Keyboards
m Mice and other pointing devices
[ Monitors
& Network adapters
= Print queues
EE Processors
l Security devices
B software components
 Software devices
i Sound,video and game controllers
Sw Storage controllers
K= system devices
~ @ Universal Serial Bus controllers
¥ Intel(R) USB 3.1 eXtensible Host Controller - 1.10 (Microsoft)
¥ USB Composite Device
9 USBE Root Hyb (USE 300
~ @ Universal Serial Bus devices
¥ PRECISOL SCGW USBE

Figure 9: USB driver update — Updated USB device

3.2 PreciCon - Custom Configurator Tool

PreciCon is a custom configuration tool from Precisol Automation for configuring the device
settings. Following are the system requirements to set up the PreciCon tool:

e 64-bit PC with at least 4GB RAM and 1 GB free hard disc space.

e 64-bit Java 11 is required. Long-Term Support (LTS) releases are preferred. Currently,
Java versions up to 17.0 are compatible with PreciCon.

e For Linux, users can install the jdk11 version using the command “sudo apt install
openjdk-11-jre-headless”.

e The PreciCon executable file is available in the download package.
e USBdriver available in the download package.

o For more details, please refer to the document “PreciCon User Manual”.
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3.3 PreciCloud — Custom Cloud Dashboard

PreciCloud is a readily available cloud dashboard from Precisol Automation for viewing the acquired

data graphically using multiple widgets from anywhere at any time. Following are the requirements
to set up the PreciCloud dashboard:

e A PCwith network connectivity

e The dashboard URL “https://cloud.precisol-automation.com/" is required to view the
cloud data.

e C(Credential provided during purchase of the cloud gateway

e For more details, please refer the document “PreciCloud User manual”

4 Device Connection

Gateway requires few connections to be done before power ON as shown in the below image.

12V Power

jack S
R5485 &
x2Digital
— . Inputs

LTE SMA

Antenna ﬁ
Connector
LTE
GAES
GMNS55SMA
Antenna

Connector

RSEES Serial to Cloud G

Mini USB
Connector —

Figure 10: Serial to cloud Gateway — Hardware connections

4.1 Power Supply

Connect the 12V DC power supply with a 2A current rating provided with the package. If not opted,
kindly use the available 12V DC power adapter with at least a 1.5A current rating. A barrel connector
jack (5.50mm 0D) is provided on board for the power input.
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4.2 Antenna

Connect the provided LTE & GNSS (if opted) antenna to the gateway’s SMA connector. Make sure
the antenna is tightened and flip the antenna to a right angle to the gateway.

4.3 RS485 Serial connection

Connect RS485 A and B signals to your slave device and external digital input connection by
plugging in a DB-9 connector. By the following pin details table.

4.4

Analog Inputs

For external analog input connection, plug in a 4-pin terminal connector. By using the following pin

PIN NO DB9 DESCRIPTION

1 GND Ground

2 DIN2 Digital Input 2

3 B Bus Output, B

4 NC No Connect

5 GND Ground

6 DIN1 Digital Input 1

7 A Bus Output, A

8 NC No Connect

9 GND Ground

details table, tightly screw the cables to the terminal block.

PIN NO SIGNAL DESCRIPTION
1 A1 Analog Input 1
2 GND Ground
3 A2 Analog Input 2
4.5 Digital Inputs

For external device digital inputs connection, plug in a 3-pin terminal connector. By using the
following pin details table, tightly screw the cables to the terminal block

PIN NO SIGNAL DESCRIPTION ‘
1 GND Ground
2 DIN1 Digital Input 1
3 DIN2 Digital Input 2
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5 Device Configuration

The PreciCon tool can be used for configuring the serial settings, Modbus slave registers
configurations/produce & consume configurations, cloud and data upload settings. Connect the
Mini USB cable between the gateway and PC before performing device configuration.

5.1 PreciCon

The following screens describes how to configure the device's parameters;

® To begin with, extract the compressed archive — Precicon.zip folder
® launch the PreciCon tool by clicking PreciCon > Eclipse> Precicon.exe

5.1.1 Project Creation

® To create a new project, right-click on the Project Explorer and click New > Project. In the
new project wizard, select a “PreciCon Project” wizard and click the next button to create a
new project.

® Enter the project name and project description in this wizard and click the “Finish” button.
The new project has been created.

Figure 11: New Project Creation Window
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5.1.2 Device Creation

To create a new Modbus/Produce & Consume device, right-click the "devices" folder and
select new -> other. A new device creation wizard will be opened. In this wizard, select
"PreciCon Device" and click the next button.

Give this device file a name and click the next button,

Give the device a label

Gateway vendor as “Precisol Automation” if you are adding a gateway (Note: Gateway
device also needs to be added as a device under the project) or

Select devices vendor as "Rockwell Automation" if you are adding a device under a gateway
Select type as “Gateway” for gateway or “Sensor” for flowmeter, energy meter, etc.

Select device variant as PA SG-RS485MC if you are adding a gateway or

Device variant as Flowmeter, Energy meter or any preferred device variant

Click the “finish” button

Now new Modbus/Produce & Consume device (.pcd) file will be created under devices.

Figure 12: Device Creation Window
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5.1.3 Serial Configuration

# workspace — =
File Edit Mavigate Project Window Help
] . Upload Configure Upgrade { §g

Y Project Explore =N E gateway.pcd

ESY Gateway Serial Configuration

& Project]
& devices Serial Configurations

& output Configure the serial interface
B resources

= Baud Rate  [9600
Data Bits
Parity
Stop Bits
Interface RS 232

Protocol Selection

Select required protocol

Protocol Selection |Medbus RTU ~

Serial Telemetry Events Cloud AnalogIn Digital In GPS Diagnostic I

Figure 13: Modbus - Serial Configuration Window

Serial protocol, serial settings such as baud rate, data bits, parity, flow control etc. can be configured in
the serial tab.
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@ workspace - = X
File Edit Navigate Project Window Help

‘B W:EsBuid Upload Configure Upgrade : 3 - - = 7]

Fin Project Explorer X v ¥ gateway.pcd X B listener_serial_to_cloud_gateway_config.json

Gateway Serial Configuration
p & listener

Serial Configurations
Configure the serial interface
Baud Rate
Data Bits
Parity
Stop Bits
Interface

Flow Control |Disable

Protocol Selection

Select required protocol

Protocol Selection v

Serial Telemetry Events Custom Listener Cloud GPS Diagnostics Device Information

Figure 14: Produce & Consume — Serial Configuration Window

5.1.4 Modbus Configuration

Serial Modbus is supported for up to 64 register addresses. Modbus configurations can be
constructed for 32 devices, each of which can carry n number of registers up to 64 registers.

The following Modbus function register types are supported:
= Read Coils

= Read Discrete Inputs
= Read Holding Registers

* Read Input Registers

The following Modbus storage data types are supported:
= Unsigned 8-bit integer
= Signed 8-bit integer
= Unsigned 16-bit integer
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* Signed 16-bit integer

= Unsigned 32-bit big-endian integer

= Unsigned 32-bit little-endian integer

= Unsigned 32-bit, big-endian byte swap integer
= Unsigned 32-bit, little-endian byte swap integer
= signed 32-bit big-endian integer

* signed 32-bit little-endian integer

= signed 32-bit big-endian byte swap integer

= Signed 32-bit, little-endian byte swap integer

= Single precision big-endian integer

= single precision little-endian integer

= Single precision big-endian byte swap integer

= Single precision little-endian byte swap integer
= Double precision big-endian integer

= Double precision little-endian integer

= Double precision big-endian byte swap integer

= Double precision little-endian byte swap integer

In the data information table of the Modbus device, there are default data values that are non-
editable. Additionally, new data settings can be configured, which include the data name, type,
and unit.
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# workspace - *
File Edit Navigate Project Window Help
Upload Configure Upgrade | =y = = )

E gateway.pcd ¥ Device.pcd

ESY ¢ Data Configuration

& output . Data Type
[Curent  |Single Precision LSRFByte Swap |
N

Modbus Custom Data Device Information

Figure 15: Data Information Table
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# workspace - -
File Edit Mavigate Project Window Help
i B W Buid Upload Cenfigure Upgrade § ¥

Fia Project Explore - a ¥ gateway.pcd

ESY: Modbus Slave Configuration

Register Type Register Address

& output nputRegister o Jactentor |
B precicon.pep InputRegister |4  Jactenexp |
= o oputRegister  [6  [reactentot |
InputRegister  [8  [reactenimp |

Input Register _ react_en_exp
InputRegister 14  Jactpow |
InputRegister 16 [reactpow |
InputRegister  [18  |apparentpow |

Input Register apparent_pow_max_de...

Modbus Custom Data Device Information

Figure 16: Modbus Information Table

In the Modbus information table, there are default Modbus values that are non-editable. Also, new
Modbus settings can be configured, which include register type, Modbus register address, and data.

5.1.5 Produce & Consume Configuration

The Produce & Consume provides continuous data listening over the serial interface as well as
data processing depending on the start and end characters.
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# workspace - - *
File Edit Mavigate Project Window Help
: £ Bui Upload Configure Upgrade _ = - = 9

Fia Project Explorer X — ¥ *gateway.pcd X | B listener_serial_to_cloud_gateway_config.json

-
BSY Custom Listener Configuration
I M listener

Connecting Device Name
Connecting Device Label
Profile Fowdorer 8
Start Identifier lII
End Identifier [ 1 ]

Serial Telemetry Events Custom Listener Cloud GPS Diagnostics Devi

Figure 17: Produce & Consume Configuration

Note: Start Identifier and End Identifier must not contain the same value.
Identifier value can be anything except for the below two characters

1.m

2.\

5.1.6 Cloud Upload Configuration

To send data to the cloud, the protocol, QOS, username, password, SSL, URL, access token, start
time, time interval, and selection of the data that are to be sent to the cloud must be
configured. In the cloud tab, all the devices with their configured data for that project are listed
in a table. Select the data to which you want to send a cloud.

Modbus / Produce & Consume configuration can be processed only through MQTT.
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Figure 18: Cloud Upload Configuration Window

5.1.7 USB Device Configuration

To initiate data configuration on the device, it's important to have both USB cable connectivity
and a power supply. Select the project to which you want to configure and simply click the
"Configure" button, then designated settings will be transmitted to the device.

5.1.8 Remote Device Configuration

Cellular network connectivity in the device is essential for remote configuration. To configure
the settings to the device from a remote location, select the project and click the "Upload"”
button. The configuration will be uploaded to the device.

5.1.8.1 Configuration Status

The PreciCloud allows users to view the status of device configuration details from a device
perspective.
Configuration status is classified into the following error codes.

Status Description
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PENDING Configuration queued and waiting for the gateway response
SUCCESS Successful configuration update

FAILED Configuration update failure

TIMEOUT_FAILED | Configuration Update Timeout occurred

5.1.9 Modbus Write Configuration

The serial Modbus write feature is supported for up to four register addresses at once.
Serial Modbus write settings such as slave ID, register address, storage type, function code, etc.
can be configured in the PreciCloud dashboard.

Modbus write configuration can also be processed either through MQTT or HTTP.

The following Modbus write function register types are supported:
e Write Single Coil
e \Write Single Register
e Write Multiple Registers

5.2 PreciCloud

Below is the PreciCloud dashboard with details of gateways and devices.

All the gateways will be listed in the dashboard with primary information such as type, signal
strength, etc. Also, the gateway online/offline status will be available in this view.

Gateway Devices Flowmater = [ Entities T Flters (D Reatime-lastmirte % 03

oam B ] -]

Figure 19: Dashboard with Gateway Details
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Figure 20: Dashboard with Modbus Device Details

Acquired data from a device under the gateway will be listed in the devices view. This view can be

edited by the customer, where widgets, tables, and charts can be added.

Gateway List > Devices > Device

<« Rs _GW B
L ——————— >

YA O O 0O =

*0005*000071*00¢€

@ Flow and Total

Data Table Q I B

Figure 21: Dashboard with Produce & Consume Device Details

6 Firmware Upgrade Process

Firmware updates allow devices to continue to run efficiently and securely. These updates often
entail some type of software modification that improves a known flaw or provides protection

against certain vulnerabilities.
Firmware file versions are in the form of X.YY.ZZ.
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o X - indicates Major Version
o Y - indicates Minor Version

o Z - indicates Patch Version

Firmware upgrades can be initiated using either PreciCloud or the PreciCon utility.

6.1 FOTA via PreciCloud

Firmware can be updated Over-The-Air via PreciCloud. Users need to follow the below procedure

to upgrade the firmware.

FOTA can be initiated from the PreciCloud (server end) by uploading the firmware file.

The firmware file must be in a binary format that is being shared by Precisol Automation.

The gateway acknowledges the cloud-based firmware upgrade request.

Gateway downloads and validates the firmware file to prevent tampering.

A firmware upgrade takes 5 to 10 minutes to complete successfully.

The device executes existing firmware applications if the firmware upgrade fails due to a validation
issue.

If there is no network connection throughout the FOTA process, the device will continue to try to
download the firmware file until the upgrade process is complete.

Firmware upgrade through USB can also be used instead of cloud If the device tries continuing to

download the firmware file

6.2 Upgrade through USB

Firmware can also be updated via the PreciCon configurator tool using a USB interface. Users need

to follow the procedure below to upgrade the firmware.

A firmware upgrade can be initiated from the PreciCon tool by uploading the firmware file.

The firmware file must be in binary format.

The gateway acknowledges the USB-based firmware upgrade request.

Gateway downloads and validates the firmware file to prevent tampering.

A firmware upgrade takes 10 seconds to a minute to complete successfully.

The device executes existing firmware applications if the firmware upgrade fails due to a validation

issue.

6.3 Firmware Upgrade & Connection Status

Firmware upgrade status is classified into the following, which can be viewed in PreciCloud.

Status Description

Queued Firmware file currently queued for the upgrade in the PreciCloud

Initiated Gateway received the firmware upgrade info and initiated the process
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Downloading Gateway started downloading the firmware file
Downloaded Gateway successfully downloaded the firmware file
Verified Gateway validated the firmware file

Failed Firmware upgrade failed

VALIDATION_FAILED Firmware file validation failure
HTTP_COMM_ERROR Firmware file is unable to download over http

Connected Gateway is powered ON and connected to PreciCloud.

Re-connected Gateway is reconnected to PreciCloud.

Firmware upgrade Failure reasons can be due to an invalid firmware file (corrupted file or wrong format
file).
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7 LED Indication
There are three LEDs available in the device for various indications. Details of indications as follows,
LED Condition Status
Power LED (Red) On Device Power on
Fast blink | When serial communication takes place, it takes up to 10 seconds.
(500 ms - toggling)
Serial Communication . ) . ; .
LED (Green) Slow blink | When serial communication is established. (1000 ms - toggling)
Solid state | Serial communication failure / Firmware upgrade process
Off Serial communication is stopped or deactivated
. When communicating with the servers, up to 2 seconds. (500 ms -
Fast blink .
toggling)
Cloud Communication Slow blink | Registered to the servers. (1000 ms - toggling)
LED (Green) Solid state | When IP address is not attained or there is a server error / Firmware
upgrade process
Off Server communication has stopped.
8 FAQ

® \Why is the power LED off?

Please check the device power supply to see if it has 12 V..

® \Why is the Cloud communication LED off?

When the network is not registered or the internet is not available.

® \Why is the USB not detected?

Verify the USB connection and ensure device driver is installed in the PC

® Why is the signal strength low?

Ensure the LTE antenna is connected to the board and ensure the local area LTE/2G
network availability.
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